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FIGURE 11B-19A—CURB DETAILS
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FIGURE 11B-20A—CURB DETAIL—CASES A AND B
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FIGURE 11B-20B—CURB DETAIL—CASES C AND D
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FIGURE 11B-20C—CURB DETAIL—CASES E AND F
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THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-20D—CURB DETAIL—CASES G AND H

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-20E—CURB SECTIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-21—RETURNED CURB STYLE

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-23A—TRUNCATED DOMES

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-26A—LEVEL MANEUVERING CLEARANCE AT DOORS (Continued)

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11B-26B—LEVEL MANEUVERING CLEARANCE AT DOORS

BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR 
THIS DIAGRAM ILLUSTRATES  THE  SPECIFIC REQUIREMENTS OF 
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FIGURE 11B-27—RAMPS AND SIDEWALKS

  ( a ) SIDEWALK OBSTRUCTIONS
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FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-38—RAMP DIMENSIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11B-39—RAMP LANDING AND DOORWAY

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11B-40A—MINIMUM DIMENSIONS OF ELEVATOR CARS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
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FIGURE 11B-40B—ELEVATOR CONTROL PANEL

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
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